BDS System Configuration Chart

Power Source % —| Equipment to Power
(Input Cables) ' 5 (Output Cables)

BDSNPADW BDSFR2 BDSCADAP1 BDSCM4
Fostex FR-2 Tascam ;
Np-1 Battery Digital Field Recorder DA-P1 DAT Recorder EdirolL R, Res
PSC M4 Mixer
BDSCL33 BDSCSQN
BDSINANPAG Lectrosonics PSC Rolls MX442 Mixer
Receivers and M4 mkll, M3, AlphaMix,
‘J;?t;:gB; :ﬁ;:::::: Battery Eliminators Promix 6 Samson Zoom H2 & H4

Audio Technica
100 and 1800 Series
Receivers

Sony
WRR 862 & 861 Receiver

Shure
FP-31 & FP-32 Mixers

BDSINBAUER

Anton Bauer Gold
Mount w/ Power Tap

Sound Devices
722, 744T, 302,
NEW MixPre & 442 Mixers

Wendt
X4 & X2 Mixers

Marantz PMD670

PSC DV Promix 3

BDSIN

SQN 4S Mixer BDSCSD
4-pin XLR Battery REMOTE AUDIO SpeakEasy s d Devi
or Power Supply Wendt X5 Mixer ;";?3 ;;-lzes

Samson MixPre and

Micro Series Receivers

BDSCC104 442 Version 1 Mixers
BDSINBP Cooper CS-104
BP"QO Battery 241: 48" Shure
o s UP4, FP-32A & FP-33, Edirol R4 Pro
length. PSM series transmixers BDSCZSTA100
BDSINVL SONOSAX SX-PR Fostex PD-4 Zaxcom
IDX V-Lock Adapt 1 STA100, IFB100
oc apter Tascamm HD-P2 SONOSAX SX-ST
BDSCZENG
4
BDSINPT z ‘ 3 E 3 ii. The Remote Audio Battery Distribution RX900M, n;;::g: Stereoling
BDS TA4F to pigtail nf_ Mt k] System allows you to use a single power
GAREMOTE AUDIO >~ source to feed up to six devices.

*RM compatible with BDSv3 only.



